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Assembly Instructions for g B"’
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Ed Tubes: Appliestoal Seres inEd .. ... .. ... ... 4 Strain Belaf . ... . ... .. ittt it ]
E4A00:  Seres 220, 280, 380, 400, 600, 800 . ... ... 4

To detarmine which Series you ara working with, locata the moldad numicar on the side link.
MOTE: The numbar that is melded on the creesbar i2 nat tha Serles number.

Series E2 Energy Tubes

Opening and Closing Series E2 Energy Tubes

To remove lids on E2 Series 48, 58, and 68
Priass orelibvar 0 Tal on 1o of id, kever scrawadriver until lid opsns,
Fapaal this process for the ofher sids of the lid,

Pl licks ot &t an angle

To install lids on E2 Series 48, 58, and 68
Slicks e licks Bk inte postien, Do Mat clss untl all ids an in place
T Ghoss, prass inlo pace By hand

To remove lids on E2 Series 117/118, 157/158, and

167168
Preas screwdriver inlo tab on side of lid, lever screwdriver until lid opens. Repeat this
precess for the other side of the lid.

To install lids on E2 Series 117/118, 157/158, and
167/168

Attach the lid by hand onto the connector, at an angle.
Fress into plece by hand.
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E-Chain Assembly Instructions

Series E2 Energy Chains® (continued)

Assembly and separation of the E2 Energy Chain is basically the same
regardless of the Series

To assemble two lengths of E2 %

T join two sectiers of Enargy Chain®
Push ssctions togethar, angla ona side until pin snaps into bos; rapeat an other sida,

Separating the E2 Energy Chain®

Guicks the serewdriver betwosn sida links and rlagsa the side link By kvaring it aut,

Iwist Lntl pin disengeges from bors; pull ssctions apart

“Zipper” Energy Chains®

To open the “Zipper”
All of the lids on these Energy Chairs® are interconnected to behave lke 8
zipper. Grasp the lid at the end of the chain and pull upward and cutbward.

To close the “Zipper"”

Gently push the lids irmeand and down 1o snap back in place

Separating the “Zipper” Energy Chain®

To separate the “Zipper”
Separale the links with a screwdriver, then separate the lids
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Series E4 Energy Tubes

Opening and Closing Series E4 Energy Tubes

To remove lids
st seresvdrivar into the skl and push down, Repsat this an the opposits
siilg

To hinge the lids
Completely remove one lid.
Ta hll'lgE 85 many lids a2 needed, yoau nesd 10 release only one side

Installing the lids of Series E4 Energy Tubes
To assemble lids

Attach the lid to the connector at an angle. Srap into place by hand.

Series E4/100 Energy Chains®
Opening and Closing Series E4/100 Energy Chains®

To remove snap-open crossbars

Iresart sorewidrivar into skat on tep of crosstar and push down on the
sorewdrivar. Rapear this on the other side of he orossbiar,

Te remove clip
(Emergy Chains® with crossbars evary athar link)

Ingart the scresdrivar into the skot and push down on the scrawdriver,

Assembling the side links of Series E4/100 Energy Chains® y
Lirss up twio innar side links, side by skda. Attach an euder sida link Betwean the inner side
links, Maks sure e igQus kogoe on the outer sida lirks Tacas the Same way
NOTE: Tha sxcaption to this nala is ths Series 400 Enargy Chair® in this instancs tha logos X
shoidd altarmals Betwean right Sds up and upside down Altach crossbars, clips, and lids
as deserbed abava

e

Separating the Series E4/100 Energy Chains®

Feemove crossbars, dips and lids.
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Series E4/4 Energy Chains®
Opening and Closing Series E4/4 Energy Chains™

Te remove snap-open crossbars

Ir=ert screwdriver into slot on top of crossbar and push down on the
gorewdriver. Repeat this on the other side of the crossbar.

Te remove clip
{Emergy Chairs® with crossbars ewvery other link)

Ireert the screwdriver into the slot and push down on the screvwdriver.

To assemble two lengths of E4/4

Farmavia b keast 3 of the snap-opan crogshars at sach conmsction point. Slida the sids
links inta esch other an o sids leaving the Ensrgy Chain® fitted at a sfight angls,
Prass the mated sida links togsthar,

Join the sida links together an tha opposite side by apphing prassura ta thea outar link
Whan daing this, it may be necessary 1o movs the Enargy Cran® slightly along the
banding radiue

I possibde, it i haptul o placs he chain on ane sida and join e sscond sida link by
prassing from s 1060

Separating the Series E4/4 Energy Chains®

Femove crossbars, clips, and lids on 3 adjecent chain links. Guids the
screwdriver into the elot betwesn eide links and releass the side link by levering it
out.
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Series E4 & E4 Light Energy Chains®

Opening and Closing Series
E4 & E4 Light Energy Chains® Series E4 Series E4 Light

To remove snap-open crossbars
It scrgsiddriviar into skof on top of crossbar and
push down, Rapsal this on tha othar sida of tha

crogshar,

To remove clip

{Emergy Chaire® with crossbars every other link)

Irezert the screwdriver into the slot and push down.

To install snap-open crogssbars

Aftach tha srap-apan crossoar by hand oo The

connscton &l & angks, Snap the crossbar in using
a sorewdrivar, Youw may nedd 1o pace scrawdniver
lipx undar the adfacant crossbar Tor kvarage

To install clip

{Emergy Chaire® with crossbars every other link)
Attach the clip by hand onto the connectar at an
angle. Lke 8 screwdriver to snap the dip into place.

‘fou may need to place the screwdriver tip under
ihe adjacent crossbar for leverage.

Assembling the Series E4 Energy Chains®

Farrmawe Grossbars @l e joinh, Gonnsct sida links by
slight tilting. Install ereasbars, cips, bottoms and
licks,

Farmowa crossbars, oips and lids an & obaim link
Fosition the Energy Chain at an angks and ingsert a
Sorgwckiver Datwesn links. Ralsass the sida ink by
lewaring it out,
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Triflex® Energy Chains®

To open Triflex® - For Series 353 only
Irert screwdriver into slot on top of lid and push down. Repsat this on the
other side of the lid.

To close Triflex® - For Series 353 only
Gently push the lids irward and down to smap back in place.

Separating the “Triflex” Energy Chain®

To separate the “Triflex"”
Separate the links with a screwdriver, and pull apart.

E6 Energy Chains®

To disassemble
Series E6
Llsll'lg a punch and mallet,

canter punch over connector
and tap gently to remaove.

To assemble Series EG
Huolding side link at an angle,
twist until tabs interoock.
Fepeat for ather side.

Reattach crossbars.

Huoldimg sids link at an angls,

| Fepoat tor athar sida,

Aftach the srap-apen crosshar
by hand anto the cormectorn, at
an angks, Snap the crossbar in
using a scrawdrivar,

To remove crossbar
Ireart screwdriver into skot on
top of lid and push down. pur=?
Fiepeat this on the other side [

of the lid.

Lgimg small hammar gently
rainsart connactor,

To remove side link
QrEsh ik link and twist
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I - Assembly of Shelving and

Separation Components

1. Assembke parts 1o 3. Znaep assembty onio . .-
desired layout. 1he crosshar,
2. Open chain- &4, Closs chain - -

PRI Crosshar SECUNE crosshar.

Mounting Brackets
1. Enengy Chain mourting brackets shoud be attached and arianted to tha Enengy Chair® in 2 weay that
does not interfera or impinge with s movement elong the fraverza and beck 1o the storage depat position

2. Ensrgy Char® mounting brackals should De tastanad secursly 1o e machinas surfacs wih The
appropriste and designated amount of screws. Az & nule, MNMUm twe screws per
brackat side

3. Energy Chai® mounting brackals shoud it closaty and flush against the Enargy Chair®
sicky linkes Dafong they ang fastensd to The maching's rmcunting suracs,

4, Engrgy Chair® meunting brackats sheud be tastensd o the maching's mounting suface
S0 hat the Erangy Chair® can mova iarsand in the dinsction of tha machings tow arm without imsruplion ar jamming

Using Strain Relief Elements

1. Al electrical cables should ke enchored on both ends of the Enangy Chair® using Chainft: strain
relel dements

2. Tre posiion of the Chainfie Strain relef cames, in reation fo the csbie fesd-in point or the
machine tow arm, is automatically specified by integration along with a profie G-Channel into the
FMA, style Energy Chain® mounting bracket. In cases where KMA stye mounting brackets are mot
s, and the placamentipastion of Chanfix stran relief akments am located axtermal 1o tha
Ensigy Chair® mounting brackets, the gap betwsan strain rslis! alsments and the mounting brack-
a5 shoukd b &5 shorl as pessioi, Whars hess ga0s batwesn StEn relist akemeants and mount-
ing brackets are project specifisd and documented, stict adherence must be mantained.

3. When irstaling the Chainfi: strain reief elemants into the profile;e C-Charnel, be cerlain that the
“toe” of the Chainfi: strain relef elerment points awsy from the Energy Chain®.

A, Al electrical cable= =hould first be anchered 1o the machines tow smn with Chainfe: strain refed
slements. Mext move the mechines fow arm to i's mechanical end position in the fravel detance
with the upper section of the Energy Chain® fully extended. Al thie point, proceed 1o enchor the
akotncal calos on the fiksd snd of the Enargy Ghair®, Maks certan the cabkes bave Teadam of
longiucingl movamant and are nol pulisd Tightl on the Enargy Chain's innsr madus crosshans.
Alsn adhera to @l plproject specilisd protecois and mantenance schaolles

5. make cerain all herdwane used to fasten profile G-Chenmels and strein relisf elements am tight-
anied secungy and canmot kassn during machins aparation

6. After cable installation eccording instruction 4 above, make carfain 8 minimom of 2% or 250mm of
cabks “slck” axists to ong side of the Ensrgy Chair® for possilks fubung adstment puposes,. The
muost acocessible Energy Chain® side {moving or fieedh during mechine operation is the prefemed
location for this electrical cable "slack” length.
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